RESNET® Standards Public Comment and Proposed Change Form
Comment/Explanation*: 
Include your justification for your proposed change to the draft standard below.
_________________________________________________________________________________________
[bookmark: _Hlk214456393]A manufacturer’s installation or owner’s manual should list the minimum total net free opening using any combination of grilles, louvers, door undercuts, or a louvered door.  Most manufacturers state the minimum total net free opening to achieve the appropriate energy efficiency, and those instructions should be followed.  An iHPWH which is installed in the minimum total net free opening as noted in the manufacturer’s installation instructions shall receive the maximum allowable effective COP.  Where the minimum total net free opening is not specified by the manufacturer, the total net free opening shall be not less than 560 in2.  The combined space volume shall be equal to or greater than the manufacturer’s installation instructions.  In lieu of such information, the combined space volume shall be equal or greater than 1,000 ft3.









Proposed Change to the Draft Standard*
Use “strikethrough” and “underline” formatting to indicate all proposed changes. Changes must be shown with “hard-formatting” strikethrough and underline, not “track changes”. 
Use a color other than red to indicate proposed changes to the draft.
____________________________________________________________________________________________
ii.  The enclosed space containing the water heater is verified to have a total net free opening area to an adjacent heated or conditioned space according to the manufacturer’s installation instructions that is no less than the sum of 125 in2 plus 25 in2 per kBtu per hour of compressor capacity of no less than 75 in2 per 100 watts of compressor power, using any combination of grilles, louvers, door undercuts, or a louvered door. Where the compressor capacity powertotal net free opening area is not specified by the manufacturer, the total net free opening area shall be no less than 560 in2. The sum of the enclosed space and adjacent connected space shall have a combined space volume equal to or greater than the manufacturer’s installation instructions, if not specified by the manufacturer the combined space volume shall be equal to or greater than 1,000 ft3.
